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Digi Microscope

UMO08-CSZ1236

General Features

Magnification : 3x - 43x on 24" Monitor

Working Distance : 20mm - 300mm ( * )

Fieldof View : 11 -142mm ( )

CMOS Sensor : 2M Pixels

Interface of Qutput : Full HD 1080P Signal Qutput at 60/fps

Focus System : IR Remote Control, Alternative Auto and Manual Focus
Light : Gooseneck Light, Allow to Adjust the Brightness

C-Mount Lens

Device Dimension : 68(L) x 66(W) x 169(H) mm

Power Supply : DC 5V/2A | Cable Length : 180cm

* + &+ * + 4 4 4 4+

a. 1pclED
b. Gooseneck (L : 24cm)
¢. Luminance Control

Remote
Control

( % ) Max WD300mm & FOV142mm
by Opticnal Stand 5-108/ 5-110

C-Mount lL.ens

4 FAR () NEAR P&

Adjustable Aperture : F2.8 - F16

Set Focal Length : 12mm - 36mm

Weight : 107g

Dimension : (L) 58mm = @37.5mm

Special Image Effect

+ EXPOSURE : SHUTTER, DEFOG real-time image processing

+ BACKLIGHT : Wide Dynamic Range

+ NR : Noise Reduction

+ MIRROR : Rotary image by left/ right, up/ down and 180° horizontal rotary
+ SMART D-ZOOM - Assign area A or/ and area B for digital enlarge

¢ NEG.IMAGE : Reverse image & image stabilization system

+ MOTION : Detect moving object

+ PIP : Picture in Picture

Application

Components SMT PCB Solder crack Watch



Digi Microscope
Remote Control

TN
UM08-GN

e £ ':-:r?:l Continuous Auto-Focus
General Features i U_J e St
Magnification : 12x - 132x on 21.5" Monitor Step Zoom {11 ,) o

Working Distance : 22.5mm - 226mm
CMOS Sensor : 2M Pixels

*

*

b @ TUIILT&IT-IPE:-:_":;saﬁl*: of focus system
+ Interface of Output : 1080P Full HD & 60 Frame Rate per Second

*

*

*

*

Focus System : IR Remote Control, Alternative Auto and Manual Focus “L\” | Exposure

Light : Built-in External Light Socket a

Device Dimension : 68(L) x 66(W) x 155(H) mm P

Power Supply : DC 5V/2A , Cable Length : 180cm I_r;w Status :—;\ N— k“ﬁl _—— ”..\ e
W/ FOV IMAG /WD e e S

Special Image Effect

Focus by Infrared
Remote Control

—_—

EXPOSURE : SHUTTER, DEFOG real-time image processing
BACKLIGHT : Wide Dynamic Range

NR : Noise Reduction

MIRROR : Rotary image by left/ right, up/ down and 180° horizontal rotary
NEG.IMAGE : Reverse image

MOTION : Detect moving object

*
»
*
*
*
*

Full HD 1080P

Application

Woody Stem

SMT PCB LED Chip



Digi Microscope

UMOBA

General Features

+ Magnification : 12x - 132x on 21.5" Monitor

+ Working Distance : 22.5mm - 226mm

+ CMOS Sensor : 2M Pixels

+ Interface of Output : 1080P Full HD & 60 Frame Rate per Second

+ Focus System : IR Remote Control, Alternative Auto and Manual Focus
+ Light : Built-in 30 PCS of Wide Angle LED, Allow to Adjust the Brightness
+ Device Dimension : @106 x 152(H)mm

+ Power Supply : DC 5V/2A , Cable Length : 180cm

- -» Focus by Infrared
/ Remote Control

Full HD 1080P

* Bumping
Protect Ring

Wide Angle LED Light

.(..

.

Remote Control

™

Optical Zoom | £+ ] i
\<
\

{715\
Step Zaom | 447 :| FUERE
\ v,

_\ Status
—/ FOV { MAG / WD

/
[ £a% | Single Auto-Focus

[ {45 ] Continuous Auto-Focus

e

LED Centrol

Motor Reset

- Calibration of focus SYEIEm

(¥J ) Exposure

| -..__._'x..- _.I Freeze : E'E'. | AWE

| Bl | Sharpness

N

Special Image Effect

*
»
*
*
*
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EXPOSURE : SHUTTER, DEFOG real-time image processing
BACKLIGHT : Wide Dynamic Range

NR : Noise Reduction

MIRROR : Rotary image by left/ right, up/ down and 180° horizontal rotary
NEG.IMAGE : Reverse image

MOTION : Detect moving object

Application

b &
. £
<
SMT PCB LED Chip Woody Stem



Digi Microscope

UM10

General Features

* ¢ * * + 4 * 4 4

Magnification : 13x - 140x on 24" Monitor

Working Distance : 22mm - 214mm

CMQOS Sensor : 2M Pixels

Interface of Qutput : 1080P Full HD, USB 2.0 TYPE-C & Micro SD Card Slot
Focus System : IR Remote Control, Alternative Auto and Manual Focus
Micro SD Card Support up to 128GB : Capture JPG and MP4

Light : Built-in 30 PCS of Wide Angle LED, Allow to Adjust the Brightness
Software Function : Auto-Calibration, 2D Measurement, Image Comparison.. etc
Software Platform : Windows (7, 8, 10) 32/64bits

Device Dimension : 9106 x 152(H)mm

Power Supply : DC 5V/2A, Cable Length : 180cm

Crosshair on Display

Build-in 3D Card Slot

Full HD mamﬁ“‘*ﬂ:iﬁ,

-

—= Bumping
Protect Ring

Dual Display

1080F Full HD

Focus Way

I'@' -} 'I 664 I -@-l@-l{—}l-&}lﬁ-lﬁ-l 11 l-ﬂ-l@lhum I®|‘:’l
|4  Manual Focus
& Single AF

I £ Conlinuous AF

Measurment Funetion

File. Device Window Langusge  Aboul FOV. Gimim MAGI9K

zpeEm RO r o

S « [OIOISIC NEele]
[APIES s}

Auto-Calibration

Application

Sensor Chip FPC

Wire Bonding

PCB Crack



Digi Microscope

UMZ20

General Features

*
+
+
+
*
+
*
*
+*
*
*

Magnification : 13x - 140x on 24" Monitor

Working Distance : 22mm - 214mm

CMQOS Sensor : 2M Pixels

Interface of Qutput : 1080P Full HD & USB 3.0 TYPE-C High Speed Transmission
Focus System : IR Remote Control, Alternative Auto and Manual Focus

Light : Built-in 30 PCS of Wide Angle LED, Allow to Adjust the Brightness
Software Function : Auto-Calibration, 2D Measurement, Image Comparison...etc
Software Platform : Windows (7, 8, 10) 32/64bits, Mac & Android

Optional 10x Lens : Magnification up to 497x

Device Dimension : 9106 x 152(H)mm

Power Supply : DC 3V/2A | Cable Length : 180cm

/—t Focus by Infrared
Remote Contral

Full HD 1080P v,

—* Bumping
Protect Ring

Diverse Flatform

Windo=s

[0 kR
.

—
Lo

Focus Way

[EHET -~ [CoCERE e [e[]

@ Manual Focus

|4&  Single AF
|4  Continuous AF

L

Measurment Funetion
File. Device Window Language  Aboul FOVGmm  MAGZ9K
z_:-l-é-]llil?f]h e
S [S[ofe

Auto-Calibration

Application

Drill Hole

Wire Bonding



D Igl M Icroscope Diverse Flatform

UM20A-CSZ064 7=t

General Features

Magnification : 59x to 380x on 24" Monitor
Fixed Working Distance : 82mm C-Mount Lens
Field of View : 9 - 1.4mm

CMOS Sensor : 2M Pixes

Interface of Qutput : 1080P Full HD & USB 3.0 TYPE-C High Speed Transmission
Light : LED Ring Light, Brightness Adjustable

C-Mount Lens

Software Function : Auto-Calibration, 2D Measurement, Image Comparison...etc
Software Platform : Windows (7, 8, 10) 32/64bits, Mac & Android

Device Dimension : 68(L) x 66(W) x 270(H) mm

Power Supply : DC 5V/2A |, Cable Length : 180cm

o g
-
—

0ex. 1x 2x 3X 4x
: s PY

- '

Optical Zoom

* * * * + S+ * + + * »

Measurment Funetion

FOMBmm  MAGZIX
[Exmn -

FLL-S ONYLS

VIR =D
&|2lG e

Combarce Conte Application

£3.-%

O——® T Crack Birefringent LED Bonding ACF
Wedge

AC INPUT : 80 - 240V 50/60HZ
DC QUTPUT | 10 - 12V MAXTS0mA,



Digi Microscope

UMO08D-CSZ064

General Features

Magnification : 22x to 147x on 24" Monitor
Working Distance : 80mm (2D) / 30mm (3D)

Field of View : 23.7 - 3.6mm

CMOS Sensor : 2M Pixels

Full HD 1080P Signal Output at 60/fps

Light : LED Ring Light, Brightness Adjustable
C-Mount 2D/3D Lens

Device Dimension : 68(L) x 66(W) x 315(H) mm
Power Supply : DC 5V/2A |, Cable Length : 180cm

C-Mount 2D/3D Lens

2D View-1x 3D View-1x

*
*
*
*
*
*
*
*
*

Special Image Elfect

EXPOSURE : SHUTTER, DEFOG real-time image processing
BACKLIGHT : Wide Dynamic Range

NR : Noise Reduction

MIRROR : Rotary image by left/ right, up/ down and 180° horizontal rotary
SMART D-ZOOM : Assign area A or/ and area B for digital enlarge
NEG.IMAGE : Reverse image & image stabilization system

MOTION : Detect moving object

PIP : Picture in Picture

* & & & ¢ & 4 &

Adjustable
Working Distance

Luminan;e Control 3D _xil]l}li{'ﬂti(n]

r._' \] F:nE Tun:ng n
Y | Focus i

Component BTB Connector

(S —i{F)

N - AC INPUT - 90 - 240V 50/60HZ
DC QUTPUT - 10 - 12V MAXT50mA



Digi Microscope

UMOBA-CSZ064

General Features

Magnification : 59x to 380x on 24" Monitor

Fixed Working Distance : 82mm

Field of View : 9 - 1.4mm

CMOS Sensor : 2M Pixes

Full HD 1080P Signal Output at 60/fps

Light : LED Ring Light, Brightness Adjustable
C-Mount Lens

Device Dimension : 68(L) x 66(W) x 270(H) mm
Power Supply : DC 5V/2A |, Cable Length : 180cm

* & ¢ 4 ¢ 4 4 ¢ &

Fli-5 ONYLS

Size : 60mm

e

Lurminasce Conlrol

-

O

AC INPUT ; 90 - 240V S0/60HZ

DC QUTPUT

10 - 12 MAXTS0mA

C-Mount Lens

oex Ix 2x  3X 4x
i i .

U]

Optical Zoom

Special Image Effect

EXPOSURE : SHUTTER, DEFOG real-time image processing
BACKLIGHT : Wide Dynamic Range

NR : Noise Reduction

MIRROR : Rotary image by left/ right, up/ down and 180° horizontal rotary
SMART D-ZOOM : Assign area A or/ and area B for digital enlarge
NEG.IMAGE : Reverse image & image stabilization system

MOTION : Detect moving object

PIP : Picture in Picture

* & & & ¢ 4 4 &

Application

TFT Crack Birefringent
Wedge

LED Bonding ACF



Digi Microscope

UMOBA-CSZ064C

General Features

Magnification : 59x to 380x on 24" Monitor

Fixed Working Distance : 82mm

Field of View : 9 - 1.4mm

CMOS Sensor : 2M Pixes

Full HD 1080P Signal Output at 60/fps

Light : Coaxial llluminator & Brightness Adjustable
C-Mount Lens

Device Dimension : 68(L) x 66(W) x 295(H) mm
Power Supply : DC 3V/2A | Cable Length : 180cm

C-Mount Lens

1x  2X 3X 4)(
1 1 .

i

Optical Zoom

*
*
*
*
*
*
*
*
*

Special Image Effect

EXPOSURE : SHUTTER, DEFOG real-time image processing
BACKLIGHT : Wide Dynamic Range

NR : Noise Reduction

MIRROR : Rotary image by left/ right, up/ down and 180° horizontal rotary
SMART D-ZOOM : Assign area A or/ and area B for digital enlarge
NEG.IMAGE : Reverse image & image stabilization system

MOTION : Detect moving object

PIP : Picture in Picture

FLL-S ONYLS

* & * & ¢ & + &

Luminance Control

P n

| Fine Tuning
Focus

Application

C—{E—3

AC INPUT - 100 - 240V S0r60HZ
DC OUTPUT : 0 - 3.4V MAX300mA

Wafer Prism



Digital Portable Microscope

VT300 PLUS

General Features

* 2.7" Full Color TFT LCD Screen 320 x 240 Pixels

+ CMOS Sensor : 2M Pixels

+ Magnification : 1/=x, Optical 10x ( Digital Zoom to 55x )
& Optical 30x ( Digital Zoom to 155x% )

Photo Resolution : Max 5M Pixels, JPG File

Video Resolution : 640 x 480 Pixels, MOV File

Light : 4 pcs of White LEDs

Built-in L Type & Cross Type Ruler for Length Measuring

Built-in 4G Byte Flash Memory

Device Dimension : 121(L) x 56(W) x 26(T) mm

Weight : 90g (Excluding Battery)

Device Function : Comparison Mode, Scene Mode, Special Effect

* & &+ & 4 4 + &+

Software Function : Capture, 2D Measurement, Image Comparison.. etc

|

Friendly Users’ Interface

Camera Video Play Video REC Album USB Disk PC Cam Setup About

/—' Functional Keys

Thickness 26mm

Transparent Cover 4l

Application

Anti-Counterfeit Educational Research Quality Checking
(Bill) (Ant) (PCB)



USB Microscope
UM12

General Features

* * 4+ 4 4 2 R

Magnification : 10x - 280x at 4:3 Ratio on 21.5" Monitor

Working Distance : 8Bmm - 159mm

CMQOS Sensor : 5M pixels

Photo Resolution : 2592 x 1944 Pixels, BMP, JPG File

Video Resolution : Max 2592 x 1944 pixels, AVI

Light : Built-in 8 PCS LED, 7-Segment Light Direction Control

USE 2.0 High-Speed Transmission

Device Dimension : 64(L) x 48(W) x 150(H) mm

Power Supply : Via USB Port 5V DC, Cable Length : 180cm

Software Function : Auto Focus Control, 2D Measurement, Image Comparison.. etc
Device Platform : Windows (XP, 7, 8), Mac OS X. 4.8+, Linux (With UVC Driver)
Software Platform : Windows (XP , 7, 8) 32/64bits

USE Interface .

Adjustable
Working Distance

Dimension
B4x48x150mm

= The gear box can
Stand S-108 i 3
adjust the height from

top to bottom.

Focus Way

>@e-H ] 0 OlF[e|¥]|e||s |
44 Manual Focus
{55 Single Autofocus
L5 Comtinuous Autofocus
(B Calibration of whole aperation
() Calibration of initial position

7-Segment light Direction

Application

Volvox Quality Inspection



Gooseneck Light GN-01 Gooseneck Light GN-04

+ Weight : 500g

+ Size : 163(L) x 150(W) x 100(H)mm

+ Gooseneck Length : 260(L)mm

+ Suitable Model : S-109 for UM08-CSZ1236

+ Gooseneck Flexible
+ Luminance Adjustable
+ Reduce Light Reflection

+ Suitable Model : UMOBA / UM08-GN /
UM10/ UM20 / UMO08B-CSZ21236

. 1pcLED

. Gooseneck (L ; 2dcm)
Light Base

. Luminance Control

. DC out (8Y L: 138 £ S5cm)
DCin {5V, L 52 * 3cm)

Laser Light GN-02 Ring Light GN-06

+ Weight : 230g
+ Light Control : 4 Direction Light Control
+ Power : 12V/I2AMP

+ Suitable Model : UM08-GN




Objective Lens 10x

+ For UMOBA / UMO8-GN

il
il

| e A
\

Magnification : 207x - 467x on 21.5" monitor

Working Distance : 10 - 6.2 mm

R

o

+ For UM10/ UM20

Magnification : 231x - 497x on 24" monitor
a. 10x DIN Object LENS

b. LED Light

Working Distance : 10 - 6.3 mm

Objective Lens 4x-Long Focus

+ For UMOBA / UM0D8-GN
Magnification : 20x - 55x on 21.5" monitor
Working Distance : 226 - 9.5 cm

¢ For UM10 / UM20
Magnification : 26x - 56x on 24" monitor
Working Distance : 21.4 -9.7 cm

Polarizer P1.-01. P1.-02

PL-01 : 4X Polarizer Lens Lens Holder Polarizer Film Cover
PL-02 : 4X Long Focus Polarizer Lens

¢+ Use the Polarizer Lens and Polarizer Film to recombine light rays after
interference, make into the plane-polarized light.
+ Suitable model : UMOBA / UM10 / UM20

Without Polarizer  With Polarizer [

Rotate the Polarizer Film Cover to
block the intense reflected light,
reducing glare

Put the Polarizer Film Cover
under Lens Holder



Image Capture Box IMB-05A Image Capture Box IMB-07

' . 0§
@ @ L] L WiFi] Dlm
1080p Monitor 7/ TV :

T T " Input power : DC4.5~5.5V, Max. 2.1A
Qutput power : DC4.5~5.5V, Max. 1.2A
Lion Battery : 3.7V/2600mAh*2 pcs
WiFi : IEEE 802.11b/g/n, up to 300Mbps
Frequency : 2.4 ~ 2.4835GHz

Suitable Model : UM12

Optional USB Microscope UVC portocol
DATA : MUPG, YUV

Max. FPS : 1920 x 1080p @30fps

; Al
Interface : HDMI £ MDEA

Photo Format : JPG
Storage : USB Disk or SD Card

Suitable Model : UMO8A / UM08-GN /
UMO08-CSZ1236 / M08-CSZ064(C) Series

* % ¢ 4 0 0

.
@
+ Video Format : MP4
*
*
.

Image Capture Box IMB-06

@ @ @ Moving Table XY-01

= 1080p @80fps Measurement  Interfacs

Fix on Stand S-110 Base
Travel Range : 76(X)mm , 65(Y)mm

Platform Size : 180(L) x 155(W) x 26(H)mm
Weight : 1.7kgs

* % 0

Microscope

Meonitor iMB-06 PC/Laptop

System Requirements

+ Windows 7, 8.1, 10 or later

+ |ntel Core i5-3*** or comparable 4G RAM or above

+ NVIDIA GeForce GTX650

+ AMD Radeon R7 250X or above

+ Suitable Model : UMO8A / UMO08-GN / UM08-CSZ1236 / UM0B-CSZ064(C) Series



Stand S-109

+ Material : Aluminium die-casting and black coating
+ Suitable Model : UMOBA / UM0O8-GN / UM10 / UM20 / UMO8-CSZ1236

40cm

o

b AP — - Rotate 360°

Max.60cm

' WD : 350mm

Stand S-110

Solid Holder Stainless Steel Pole

380mm

Fine Tuning Focus

+ Weight : 3.1kgs

-CSZ064(C) Series

L 65mm + Suitable Model : UMOBA / UMO8-GN /
: UM10 / UM20 / UMO8-CSZ1236 /

Stand S-113

Can Rotate and Tilt

475mm

|
| \LH

___z-"*"l + Weight : 17.6kgs
+ Suitable Model : -C5Z2064(C) Series

-

234mm E"‘"*-,--.i-.*:” " 254mm

Stand S-116

Holder for M10, 10" monitor

+ Weight : 3.32kgs

+ Suitable Model : UMO8-GN /
UMO08-CSZ1236

330mm |

s Side Light

——= Bottorn Light

AT INPUT : 100 - 290V S0/60HZ
DC OUTPUT - 12v/2A .
1 'ﬁ,\ 308mm

¥

.-"-----

|

L4 ™
Light Control B b g
i o 318mm




Model Overview

Model UMO08-CSZ1236 UMO08-GN UMOBA UM10 umMz20 UM20A-CSZ064 UMO08D-CSZ064
Interface HOMI HOMI HOMI HOMI ! USB 2.0/ SD card HDMI/ USB 3.0 HDMI/UEB 3.0 HDOMI
Size BB(L) x BE{W) x 169(H) mm BE(L) x BE{W) x 165(H) mm @106 x 162(L) mm @106 x 152(H) mm @108 x 162(H) mm BB(L) x BB{W) x 270{H) mm BB(L) x BE{W) x 315(H) mm
Weight HMag 2269 310g 310g 30g 853g BE1g
Housing Black [ Yellow M Black ! Orange M Black / Orange B Black ! Red = Black { Blue M Black ! Blue Black [ Yallow
CMOSs 2M Pixels 2M Pixels ZM Pixels ZM Pixels 2M Pixels 2M Pixels ZM Pixels
LENS C- Mount Zoom Lens "Din" Type Object Lens “Din" Type Object Lens "Din" Type Object Lens "Din" Type Object Lens C-mount Zoom Lens 0.6-4x G-mt_:runt FRON L8 Rk
with 3D manual rotate
Resolution 1920°1080 14201080 192071080 19201080 19201080 1920"1080 1820°1080

Optical Magnification

Working Distance from
20mm - 300mm, at 3x - 43x
Continuously zoom

Working Distance from
22.6mm-226mm, at 12x - 132x
Continuously zoom

Working Distance from
22.6mm-Z26mm, at 12x - 132x
Centinuously zoom

Working Distance from
2Zmm-214mm, at 13x - 1d0x
Continuously zoom

Working Distance from
22mm-21dmm, at 13x - 140x
Continuously zoom

Fixed Working Distance
82Zmm, at 53x-380x
Continuously zoom

Fined Working Distance
E0mmi2D} / 3I0mm{3D),
at 22x-14Tx Continuously zoom

Digital Zoom

Available

WA

Ni&

Available

Ni&

NiA

Available

Max Magnification

43x on 24" monitor

1232x on 21.5" monitor

132x en 21.6" moniter

140x on 24" moniter

140x% on 24" monitor

380x on 24" monitor

147x on 24" monitor

LEDs Goosensck Light GN-01 Gooseneck Light GN-01 30 pes 30 pes 30 pes LED Ring Light GN-03 LED Ring Light GN-03
Adjustable Brightness Yes Yes Yes Yes Yes Yes Yes
PC Software NIA NIA Ni& Yes Yes Yes NIA
Power Supply DC BVIZA DC BVIZA DC BViZA DC BVI2A DC 8ViZA DC BVIZA DC BVIZA
Stand 5107(Optional 5108, 5110) 5107(Optional 5108, 5110) 5107(Opticnal 5108, 5110) 5107(Optional 5108, 5110) 5107|Optional 5108, 5110) 5114 (Optional 5113) 5116
Optional Storage NIA NJA NiA 5D card support up to 128G Mia Ni& Ni&

Full HD 1080p monitor!

Full HD 1080p moniter!

Full HD 1080p monitor]

Device Platform Full HD 1080p monitor Full HD 1080p monitor Full HD 1080p meniter Windows (With UVC Driver) Windows (With UVC Driver) Windows (With UVC Driver) Full HD 1080p monitor
Mae! Andriod IMac! Andriod
Optional Software IMB0S IMB0S IMB0G NIA NIA NIA IMBOE




Model Overview

Model UMO8A-CSZ064 UMO8A-CSZ064C uUm1i2 VT300 PLUS
Interface HOMI HOMI UsSE Portable Microscope with a 2.7"
LCD screen
Size EB(L) x BE{W) X 270{H) mm BE(L) x BE[W) x ZTO(H) mm B4{L} x 48(W) x 150(H) mm 121(L) x B[W) x 26(H} mm
Weight 853g BBag 30g 90g exciude battery
Housing Black / Yallow Black | Yellow M Black ™ Gray
CMOS 2M Pixels 2M Pixels 5M Pixels 2M Pixels
LENS C-mount Zoom Lens 0.6-4x C-mount Zoom Lens 0.6-4x High Sensitive Lens High Sensitive Lens
Resolution 132071080 1820"1080 2659271944 14401080
) _ . Fixed Working Distance Fixed Working Distance
Optical Magnification B2mm, at 63x-380x 82mm, at 59x-380x 10-280x at 4:3 ratio 10x, 30x
Continuously zoom Continuously zoom
Digital Zoom Available Available NI B times
Max Magnification 380x on 24" monitor 380x on 24 monitor 280 on 21.5" Monitor 166x
LEDs LED Ring Light GN-03 Coaxial Light 8 pes 4 pes
. " Yes, T-Segment Light
Adjustable Brightness Yes Yes dirsction contrel L
PC Software NIA NIA Yes Yes
Power Supply DC 6VIZA DC 6VI2A usB Li-ion Battery * 1 pe
Stand 5114 (Optional $113) 5114 (Optional 5113) 5108 NIA
Optional Storage Nis Nia NiA Build-in 4GB flash memory

Device Platform

Full HD 1080p menitor

Full HD 1080p monitor

Windows, Mae, Linux
[With UVC Driver )

Windows, Maeg, Linux
{With UG Driver )

Optional Software

IMBOE

IMBOE

IMBOT

NIA




